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LED AREA LIGHTING
Introducing	two	of	our	newest	models	to	the	SONARAY	product	
family: Explorer and Epsilon.	Featuring	the	ultimate	in	LED	lighting,	these	
models	are	made	with	advancing	your	outdoor	and	area	lighting	needs	in	
mind.	These	series	are	designed	using	the	finest	high-power	chip-on-board	
(COB)	packages,	from	Citizen	Electronics,	funneling	the	light	via	our	select	
reflectors	into	a	powerful	ray-like	beam	that	reaches	far	and	lights	wide	–
or	narrow.

Special	treatments	are	applied	to	the	hardware	and	electronics	in	order	to	
protect	the	luminaires	from	different	weather	conditions	and	harsh	
environments	alike,	such	as	in	marine	settings.	From	commercial	and	naval	
vessels	to	the	ports	they	make	berth, Explorer and Epsilon await	ready	the	
next	voyage.

In	combination	with	SONARAY’s	successful	Delta series	flood	lights,	
the Explorer and Epsilon families	come	together	to	form	OCEANRAY.	
OCEANRAY	is	a	collection	of	products	made	by	SONARAY	specially	
capable	of	handling	marine-based	applications.



Applications

Port Dock Marine

Border Sports Stadium Golf Course



LED AREA LIGHTING

Easy Interchange System
Modular design for easy maintenance

Integrated Surge protection >10kV

Sensor (daylight / motion)

Dimming

Emergency Wall Pack Kits

AC / DC

Options



From ultra narrow to wide beam
angles, these luminaires provide
the right amount of light where
you need it, even at a distance.

Salt spray resistant, corrosive resistant: 
processed with dedicated treatments on 
the heat sink and other components, 
these fixtures can withstand corrosive 
and salt intensive environments. 

Thermal management: excellent 
cooling that can work just as well in 
the cold – operating temps up to 45°C 
(113°F) down to –40°C/°F.

The robust designs provide an IP of 65, 
IK09, and shock and vibration resilience, 
making them capable to stand up to –
and persevere through – harsh 
environments.



LED AREA LIGHTING



EXPLORER LED AREA LIGHTING

FL-5160

160W  18,400lm  115lm/W

5000K AC100-277V Ra≥80

IP
65

IK
09

-40°C~+45°C
-40°F~+113°F

5000K

Material: Aluminum
Housing Color: Bronze
Driver: Built-in Power
Factor: ≥ 0.9
Lifetime: ≥ 70,000hrs

FL-5320

320W  36,800lm  115lm/W

5000K AC100-277V Ra≥80

IP
65

IK
09

-40°C~+45°C
-40°F~+113°F

5000K

Material: Aluminum
Housing Color: Bronze
Driver: Built-in Power
Factor: ≥ 0.9
Lifetime: ≥ 70,000hrs
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EXPLORER LED AREA LIGHTING

FL-5480

480W  55,200lm  115lm/W

5000K AC100-277V Ra≥80

IP
65

IK
09

-40°C~+45°C
-40°F~+113°F

5000K

Material: Aluminum
Housing Color: Bronze
Driver: Built-in Power
Factor: ≥ 0.9
Lifetime: ≥ 70,000hrs

FL-5640

640W  73,600lm  115lm/W

5000K AC100-277V Ra≥80

IP
65

IK
09

-40°C~+45°C
-40°F~+113°F

5000K

Material: Aluminum
Housing Color: Bronze
Driver: Built-in Power
Factor: ≥ 0.9
Lifetime: ≥ 70,000hrs
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EPSILON LED AREA LIGHTING

FL-3250N 17.32in/440mm

250W  28,750lm  115lm/W 18°
250W  30,750lm  123lm/W    28°
250W  29,500lm  118lm/W    40°
5000K   AC100-277V    Ra≥80

IP
65

IK
09

10.63in/270mm

3000K 5000K

Material: Aluminum 
Housing Color: Bronze
Weight: 8.7kg/19.18lb
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Driver: Built-in 
Power Factor: ≥ 0.9
Lifetime: ≥ 50,000hrs

-25°C~+45°C
-13°F~+113°F



EPSILON LED AREA LIGHTING

22.83in/580mmFL-3520N

IP
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IK
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-25°C~+45°C
-13°F~+113°F
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520W  59,800lm  115lm/W 18°
520W  59,800lm  115lm/W    28°
520W  59,800lm  115lm/W    40°
5000K   AC100-277V    Ra≥80

Material: Aluminum 
Housing Color: Bronze
Weight: 21.3kg/46.96lb

Driver: Built-in 
Power Factor: ≥ 0.9
Lifetime: ≥ 50,000hrs



EPSILON LED AREA LIGHTING

FL-41000N
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Material: Aluminum 
Housing Color: Bronze
Weight: 44.2kg/97.44lb

Driver: Built-in 
Power Factor: ≥ 0.9
Lifetime: ≥ 50,000hrs

-25°C~+45°C
-13°F~+113°F

1000W  115,000lm  115lm/W 18°
5000K   AC100-277V    Ra≥80



China
No.399,Jinxing Road, 
Jianghai District, 
Jiangmen, 
Guangdong,P.R. China
Tel: 400-810-9998 800-810-9998

Hong Kong
Unit 3, 26th Floor,
Honour Industrial Centre, 
No. 6 Sun Yip Street, 
Chaiwan,
Hong Kong
Tel: +852-21109011
Fax: +852-21109012

North America
34 Lakeview Court,   
Verona, Virginia 
24482
USA
Tel: +1-877-434-1377
Fax: +1-540-242-7221

Latin America Headquarters (Miami) 
1819 SE 17th St. 
Ft. Lauderdate, Florida 
33316,
USA
Tel: +1-954-6448710

Asia Pacific Headquarters (Singapore) 21 
Bukit Batok Crescent,
#29-81 WCEGA Tower, 
Singapore 658065
Tel: +65-67608833
Fax: +65-67601066

Australia
Unit 7,21 Westside Drive 
Laverton North,
VIC 3026,
Australia
Tel: +03-9315 1377

Europe 
Heuweg 3, 
89079 Ulm, 
Germany
Tel: +49 -731-20750
Fax: +49 -731-2075100

Malaysia
Global Business & Convention Centre, 
Block B, Level 2, Unit 2C
No.8, Jalan 19/1, Section 19, 
46300 Petaling Jaya, Selangor, 
Malaysia
Tel : +60-3-79571788
Fax: +60-3-79574788


