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Technical Parameters

Product

SR-1004

CCT 

Luminaire Power 

Battery 

Beam Angle 

Solar Panel 

1Lighting Duration *

2
Time to full charge * 

Protection Rating 

Ambient Temperature 

Model

Unit: mm

Notice 

Best installation Angle, Elevation 
Φ transferred to local latitude.

Φ

Maintenance and Service 

Installation Considerations 

Installation Instructions

Correct Installation Method

1
Note: *  The duration refers to the time for which the luminaire could work continually with the battery fully charged.

2
          *  The time refers to the duration in which the battery could be fully charged under the effective illumination of the solar panel.

6
5

1.Please read the instructions carefully.
2.To ensure the used of the product and installation, please follow this manual to operate. 
3.SONARAY will not be responsible for any damage done to the fixture or personal injury from incorrect installation or usage.
4.Please do not alter or change the structure of the luminaire or replace any parts. If installed improperly, it may result in failure or 

electrical accident.

Note: The products are constantly being improved; all of the data in this manual is subject to change in the future without notice. 
SONARAY  reserves all rights to change any or all data in future.

1.In order to prevent damage of the product, do not let hard or sharp objects hit the solar panel.
2.Keep the solar panel surface clean. It is recommended to clean on a regular basis (once every three months), in order to prevent or 

reduce the degradation to the photovoltaic cells and thereby the charging capability. Use a soft cloth (e.g. without corrosive 
substances) to clean the surface.

3.To prevent lampshade contact with corrosive substances, regularly clean lampshade surface, to keep the best lighting effect.
4.Regularly check the fixed screws and mounting bracket and, if necessary, adjust and tighten them.

1.Do not install solar modules near power lines, trees, buildings shade, etc. Keep away from fire or any flammable material.
2.Make sure the fixture is securely mounted in order to prevent any accidents from the fixture falling. If necessary, fasten and re-

tighten the screws.
3.When the installation location is in the norther hemisphere, the solar panel should be installed facing south. Conversely, when you 

are in the southern hemisphere, the solar panel should be installed facing north.

Do not install in areas that 
have obstacles that may 
cause shadows.

Solar panels should not 
be installed near power 
lines.

Solar panels should be 
installed so they are facing 
the sun.

Make sure there are no 
obstacles or any objects 
that may block the solar 
panel from charging. (For 
example: avoid shadows 
cast by buildings.)

1.Solar lights should be taken out of the packaging and put down gently. Avoid any collision or scratches to the solar panels.
2.Please use the complete set of screws for installation, which are provided inside the packaging with the product.
3.Only qualified professionals are allowed to install, operate, and maintain the fixtures.
4.Carefully choose the installation location in which the fixture is facing directly toward the sun.

1.Remove the solar lighting luminaire and screws; adjust the mounting bracket 
and/or bend the lighting fixture to the desired angle.

2.Tighten the mounting bracket to secure in that position.
3.Tighten the fixture to the mounting surface (e.g. wall) with the corresponding 

screws.
4.Make sure the solar panel is clean, after completing the installation.

Birds-Eye View Side View

1.Please do not install the luminaires in an area that will not receive sufficient sunlight.
2.If in the northern hemisphere, solar panels should be oriented toward the south. (For 

example, in the US, setting the panel at 30° off the horizontal axis is a recommended 
starting position.)
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Time to full charge * 

Ambient Temperature 
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Installation Considerations 

Installation Instructions

1
Note: *  The duration refers to the time for which the luminaire could work continually with the battery fully charged.

2
          *  The time refers to the duration in which the battery could be fully charged under the effective illumination of the solar panel.

1.Please read the instructions carefully.
2.To ensure the used of the product and installation, please follow this manual to operate. 
3.SONARAY will not be responsible for any damage done to the fixture or personal injury from incorrect installation or usage.
4.Please do not alter or change the structure of the luminaire or replace any parts. If installed improperly, it may result in failure or 

electrical accident.

Note: The products are constantly being improved; all of the data in this manual is subject to change in the future without notice. 
SONARAY  reserves all rights to change any or all data in future.

1.In order to prevent damage of the product, do not let hard or sharp objects hit the solar panel.
2.Keep the solar panel surface clean. It is recommended to clean on a regular basis (once every three months), in order to prevent or 

reduce the degradation to the photovoltaic cells and thereby the charging capability. Use a soft cloth (e.g. without corrosive 
substances) to clean the surface.

3.To prevent lampshade contact with corrosive substances, regularly clean lampshade surface, to keep the best lighting effect.
4.Regularly check the fixed screws and mounting bracket and, if necessary, adjust and tighten them.

1.Do not install solar modules near power lines, trees, buildings shade, etc. Keep away from fire or any flammable material.
2.Make sure the fixture is securely mounted in order to prevent any accidents from the fixture falling. If necessary, fasten and re-

tighten the screws.
3.When the installation location is in the norther hemisphere, the solar panel should be installed facing south. Conversely, when you 

are in the southern hemisphere, the solar panel should be installed facing north.

Do not install in areas that 
have obstacles that may 
cause shadows.

Solar panels should be 
installed so they are facing 
the sun.

Make sure there are no 
obstacles or any objects 
that may block the solar 
panel from charging. (For 
example: avoid shadows 
cast by buildings.)

1.Solar lights should be taken out of the packaging and put down gently. Avoid any collision or scratches to the solar panels.
2.Please use the complete set of screws for installation, which are provided inside the packaging with the product.
3.Only qualified professionals are allowed to install, operate, and maintain the fixtures.
4.Carefully choose the installation location in which the fixture is facing directly toward the sun.

1.Remove the solar lighting luminaire and screws; adjust the mounting bracket 
and/or bend the lighting fixture to the desired angle.

2.Tighten the mounting bracket to secure in that position.
3.Tighten the fixture to the mounting surface (e.g. wall) with the corresponding 

screws.
4.Make sure the solar panel is clean, after completing the installation.

1.Please do not install the luminaires in an area that will not receive sufficient sunlight.
2.If in the northern hemisphere, solar panels should be oriented toward the south. (For 

example, in the US, setting the panel at 30° off the horizontal axis is a recommended 
starting position.)

Birds-Eye View
Side View

Solar panels should not 
be installed near power 
lines.
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